3/4" COLD WATER PIPING DOWN TO
HOSE REEL MOUNTED ON WALL OR
ATTACHED TO STRUCTURE. HOSE
REEL SHALL BE A RETRACTABLE
HOSE REEL WITH 35-0" OF 3/8"
HOSE. UNIT SHALL PROVIDE WITH A
HOSE BUMPER, HOSE SPRING, A
PUSH LOCK HOSE END, AND A HIGH
PRESSURE WASH DOWN SPRAY
GUN WITH BRASS INTERNAL
HOUSING. PROVIDE A 3/4" BALL
VALVE WITH WATER HAMMER
ARRESTOR AND VACUUM BREAKER
AT THE CONNECTION. HOSE REEL
SHALL BE A ZURN Z89000-PR4 OR
EQUAL BY T&S BRASS OR

CHICAGO. MOUNT MIN. 7-0" AF.F.

HOSE REEL

SCALE: 1"

>
z|c EQUIPMENT SCHEDULE
El<
a DESCRIPTION CONDITION OWNER PROVIDED | MANUFACTURER | MODEL NUMBER UTILITY CONNECTIONS REMARKS
1| 1 | PEASHELLER NEW Yes e WATER, SANITARY, ELECTRIC
2 1 PEA WASHER EXISTING YES @ |ee--- e 'WATER, SANITARY, ELECTRIC RELOCATE
3 | 2 | STEAM BLANCHER/ COOLER NEW Yes DIXIE M-6 STAINLESS STEEL | WATER, STEAM
4 8 STEAM BLANCHER NEW YES | eeeee e 'WATER, STEAM
5 | 8 | STEAMKETTLE NEW = GROEN FT-60 WATER, SANITARY, STEAM 60 GALLON STEAM JACKETED FLOOR KETTLE
6 | 2 |TLTNG KETTLE NEW YEs GROEN DL-20 WATER, SANITARY, STEAM 20 GALLON STEAM JACKETED TILTING KETTLE
7 | 1 | EXHAUST TUNNEL NEW vES DIXIE M2 WATER, SANITARY, STEAM
8 | 1 | TABLETOP CAN SEAMER NEW Yes DIXIE MODEL 25D ELECTRIC DIRECT DRIVE DOUBLE CAN SEAMER
9 1 OVERHEAD HOIST NEW NO SEE STRUCTURAL SEE STRUCTURAL ELECTRIC
10 | & | RETORT NEW Yes DIXIE RDSW-35S WATER, SANITARY, STEAM, AR REFER TO SPECIFICATIONS FOR ACCESSORIES
11 1 WATER SPRAY RACK NEW NO  feeeee e 'WATER, SANITARY REFER TO PLUMBING SHEETS FOR DETAILS
12 | 16 | EXTRACRATE NEW Yes oXE e [
13 1 POTATO PEELER NEW YES @ |ee--- e 'WATER, SANITARY, ELECTRIC
14 | 1 | CREAMER NEW vES WATER, SANITARY, ELECTRIC
15 2 PULPER NEW YES DIXIE MODEL 18 'WATER, SANITARY, ELECTRIC LABORATORY PULPER/FINISHER WITH INLET HOPPER
16 | 1 | ICEMACHINE NEW NO HOSHIZAKI BD-700PF/SF WATER, SANITARY, ELECTRIC Sz 508 MACHINE AND BIN
17 9 'WORK TABLE WITH SINK NEW NO DXE [e-ee- 'WATER, SANITARY, (OVERHEAD PLUGS)
18 | 3 | DOUBLE SINKWITH (1) T&S FAUCET | NEW NO WINHOLT EQUIPMENT | WS2T24242024-14GA WATER, SANITARY (1) T&S FAUCET B-0200 W12"
19 | 3 | WoRKTABLE NEW NO DIXIE MT-1 ELECTRIC (OVERHEAD PLUGS) STYLE"A"
20 8 TABLE TRUCK NEW NO DIXIE MT9 e
21| 7 | G OGATED I STORAGE 1000-112) NEW No NEXEL MFG N e WG0726 PORT 40 REQURED (ALL STARTER UNITS)
22 | 1| oeATED M STORAGE 1000-112) NEW No NEXELMFG e R MGOTA8 POST 340 REQUIRED (ALL STARTER UNITS)
23 | 4 |HOSEREEL NEW NO WATER R A BLE HOSE REEL WITH 35-07 OF 3/6" HOSE
24 1 WALK-IN COOLER NEW NO ARTIC | ee--- ELECTRIC INTERIOR DIMENSIONS 7'-8" x 9'-10" x 8'-8"

EQUIPMENT IS TO BE ONWER FURNISHED-
CONTRACTOR INSTALLED. CONTRACTOR IS

RESPONSIBLE FOR INSTALLING ALL NEW AND
EXISTING EQUIPMENT FURNISHED BY OWNER.

MAKE EQUIPMENT OPERABLE.

WHERE SCHEDULE LIST "RELOCATE", CONTRACTOR IS RESPONSIBLE FOR
DISCONNECTING EXISTING EQUIPMENT AT THE CURRENT CANNING PLANT,
TRANSPORTING TO PROPOSED SITE, AND INSTALLING CONNECTIONS TO

ENLARGED CANNING
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CONTRACTOR IS RESPONSIBLE FOR CONSULTING WITH
THE HOST MANUFACTURER AND PEMB MANUFACTURER
TO DETERMINE THE PROPER BRACING OF THE
OVERHEAD HOIST BEAM TO THE BUILDING STRUCTURE
AND PROVIDING CERTIFICATION OF SUCH

PLANT

PLAN

SCALE:

/4" =

10"




